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Jema Autolifte Euro line Wheel balancer  

DWC-10-E  is a automatic wheel balancer for cars and light 
trucks. 

DWC-10-E have the following features 
Automatic positioning lock, Laser adjuster, Ultrasonic 
non-contact rim width acquisition, Voice synthesizer
ALU programmes, 2 ALU programmes for motorbikes
programme ”hidden weight”, optimization and 
LCD monitor.

DWC-10-E is produced in Europe and is of course CE approved

Technical specifications
• Noise level 65db
• 220V  power supply
• Motor power 0.2 - 0.37kW
• Max.  Rim diameter 10” - 30”
• Max. Rim width 2” - 15”
• Max. Tyre diameter 45”
• Max. Wheel weight 70kg.
• Balancing accuracy +/- 1gr.
• Wheel balancer weight 100kg.
• CE Approved 

Euro line 
DWC-10-E 

Wheel balancer 

Jema Autolifte A/S - Denmark



2

Jema Autolifte Wheel balancer ”Euro line” DWC-10-E is an amazing wheel balancer produced of the best possible components. 
DWC-10-E is produced in Europe! The wheel balancer has laser pointer to make the best possible balancing. 
 
The Wheel balancer  is CE approved

40” Axcle and quick nut
The DWC-10-E has 40” strong axcle to make 

sure it is long lasting. The quick nut makes 

the mounting for the wheel fast and easy.

Laser pointer 
The DWC-10-E has laser pointer which show 

where the balancing weight should be 

placed when balancing alu rims and as well 

for steel wheel balancing.

Touch panel
DWC-10-E has a strong and easy useable 

touch panel to navigate around the 

different options and menus.
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